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DETAIL N : - OPTIONAL FENCE MOUNT POSTS

GALVANIZED STEEL FENCE MOUNT POSTS
CAN BE MOUNTED TO THE RIGHT AND LEFT
SIDE OF GATE TO TIE INTO NEW OR 
EXISTING FENCE LINE.

NOTE:
THE FENCE MOUNT POSTS ARE SUPPLIED
LONG TOP AND BOTTOM FOR FIELD 
TRIMMING AFTER GATE LEVELING AND 
INSTALLATION IS COMPLETE.

YELLOW WARNING STROBE LIGHT CAN
BE MOUNTED TO THE RIGHT OR LEFT 
SIDE OF GATE.

NOTE:

IF USED IN CONJUNCTION WITH LED
TRAFFIC LIGHT THE STROBE LIGHT WILL
BE MOUNTED ON THE OPPOSITE COLUMN.

DETAIL M : - OPTIONAL STROBE LIGHT

SPEEDGATE IS SUPPLIED
WITH 1 SET OF PHOTOCELLS
LOCATED 24.0" ABOVE GRADE

OPTIONAL 2nd SET OF PHOTOCELLS
CAN BE LOCATED 36.0" - 60.0" ABOVE
GRADE.

PHOTOCELLS ARE LOCATED IN THE INNER 
FACE OF SPEEDGATE COLUMNS

GRADEGRADE

PROCEED - GREEN LED INDICATOR

8.0" LED TRAFFIC LIGHT  CAN BE
MOUNTED TO THE RIGHT OR LEFT
SIDE OF GATE TO ACCOMMODATE
DIRECTION OF TRAFFIC

DETAIL L : - OPTIONAL LED TRAFFIC LIGHT
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CLEAR DRIVE THRU
OPENING

4.0

13.6

13.5

4.0

VEHICLE DETECTION 
LOOP

NOTE:

BOLLARD FOUNDATION LOCATIONS ARE PROVIDED
AS REFERENCE ONLY.
ALL FINAL MATERIALS AQND DIMENSIONS ARE SUPPLIED AND 
INSTALLED BY OTHERS

LOOP
VEHICLE DETECTION 

CL      OF DRIVE 
THRU OPENING

12.0

36.0

CL
DRIVE THRU + 8.0"

12.0

15 FT. (

VEHICLE LOOP WIDTH = 

FOOTING

 BOLLARD

RECOMMENDED PEDESTAL LOCATION

 PEDESTAL FOOTING

 = 

") FROM OUTER EDGE OF

 BOLLARD FOOTING

180.0

BOLLARD

BOLLARD FOOTING = 

= DRIVE THRU OPENING
SPEEDGATE FOOTINGS

VEHICLE DETECTION LOOP

20.0

 BOLLARD

 to 

((DRIVE THRU + 12.0") / 4) + 30.0"

FOOTING

12.0

72.0

30.0

8.0

40.0

 SPEEDGATE

((CLEAR DRIVE THRU WIDTH / 4) X 3)
CL

+ 27.3"

CL to CL  30.0"

8.0 BOLLARD

VEHICLE DETECTION LOOPS ARE CENTERED ON DRIVE THRU OPENING

VEHICLE DETECTION MATERIAL / HARDWARE SUPPLIED AND INSTALLED
BY INSTALL CONTRACTOR

VEHICLE DETECTION RELAYSARE FACTORY INSTALLED IN
GATE CONTROLLER
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STANDARD FOOTINGS/ VEHICLE DETECTION LOOP
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30.0

18.0

CENTER CATCH PLATE MUST BE
ANCHORED TO SUITABLE ROADWAY
SURFACE. IF SURFACE IS NOT SUITABLE
FOR ANCHORING, AN 30.0" x 18.0" PAD
SHOULD BE INSTALLED


