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DETAIL L-1 : - ALUMINUM ANTI-CLIMB EDGE

DETAIL L-1-1
PROFILE OF ALUMINUM
ANTI-CLIMB EDGE

L-1-1

.13 ALUMINUM ANTI-CLIMB EDGE
IS SECURED TO GATE ASSEMBLY
USING 1/4" TAMPERPROOF SCREWS

.13 STEEL BARB ARMS ARE SECURED
TO GATE ASSEMBLY USING 1/4"
TAMPERPROOF SCREWS

DETAIL L-2 : - BARB ARM ANTI-CLIMB EDGE - 3 STRANDS BARBED WIRE

DETAIL M: - MOTOR BRAKE DISCONNECT / COLUMN ELECTRICAL TERMINATION BOX DETAIL

MANUAL OPERATION MOTOR BRAKE RELEASE CHAIN
IS LOCTAED INSIDE LOWER ACCESS DOOR PANEL

COLUMN ELECTRICAL TERMINATION BOX
IS LOCATED INSIDE LOWER ACCESS PANEL

MANUAL OPERATION MOTOR BRAKE RELEASE CHAIN
IS LOCTAED INSIDE LOWER ACCESS DOOR

VIEW IS SHOWN WITH GATE PANELS IN THE OPEN POSITION
WITH TOP COVERS AND CHAIN GUARDS REMOVED

.13 ALUMINUM ANTI-CLIMB EDGE

COLUMN TOP COVER
ANTI-CLIMB EDGE IS
WELDED TO COLUMN
TOP COVER

MOTOR BRAKE RELEASE CHAIN

COLUMN ELECTRICAL TERMINATION BOX
IS LOCATED INSIDE LOWER ACCESS DOOR

LOWER ACCESS DOOR

DETAIL M-1 : - COLUMN ACCESS DETAIL
                         VIEWED FROM REAR OF 
                         COLUMN

UPPER ACCESS DOOR

MOTOR / BRAKE
DISCONNECT SWITCH
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STANDARD NOTES & OPTION CONT'D

PDXT
POST DRIVE TRACKLESS SPEEDGATE

0

NOTE:
PRIMARY COLUMN IS THE COLUMN WHICH IS LOCATED
CLOSEST TO CONTROLLER ENCLOSURE.

OF PRIMARY COLUMN (SEE NOTE BELOW)

OF PRIMARY COLUMN. (SEE NOTE ABOVE)
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=/=

((DRIVE THRU + 12.0") / 4) + 30.0"
BOLLARD FOOTING = 

4.0

10.5

=/=

4.0

DRIVE THRU
OPENING

VEHICLE

DETECTION LOOP

VEHICLE

DETECTION LOOP

CL OF GATE OPENING

VEHICLE DETECTION LOOPS ARE CENTERED ON GATE OPENING.

VEHICLE DETECTION MATERIAL / HARDWARE SUPPLIED
AND INSTALLED BY INSTALL CONTRACTOR.

VEHICLE DETECTION RELAYS ARE FACTORY INSTALLED IN
GATE CONTROLLERS

BOLLARD FOUNDATION LOCATIONS ARE PROVIDED
AS REFERENCE ONLY
ALL FINAL MATERIALS AND DIMENSIONS ARE SUPPLIED
AND INSTALLED BY OTHERS

CL  to CL
 30.0" SPEDDGATE

FOOTINGS

36.0

12.0" BOLLARD FOOTING

30.0" SPEEDGATE FOOTING

72.0"
RECOMMENDED PEDESTAL LOCATION

15 FT. FROM OUTER EDGE OF
VEHICLE DETECTION LOOP

20.0

40.0

12.0 PEDESTAL FOOTING

12.0 BOLLARD FOOTING

VEHICLE LOOP WIDTH =
(DRIVE THRU OPENING / 4) x 3 BOLLARD CL  = 

DRIVE THRU + 8.0"
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STANDARD  FOOTING / VEHICLE DETECTION LOOP
LOCATIONS

PDXT
POST DRIVE TRACKLESS SPEEDGATE
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